
safety glasses
mallet
phillips screwdriver
vice grips

1. Turn the chair upside down. Using a 
Phillips head screwdriver unscrew the 
screws holding the plastic seat pan to 
the metal frame. These screw also hold 
the wooden seat to the frame as well.

3. Finally use a mallet or hammer to strike 
the the back of the seat downward 
(away from where the seat would be). 
Note in figure C that the chair is still 
upside down.

2. Using a pair of vice grips, clamp onto 
the leg glides protruding from the 
bottom of the leg. Use a back and forth 
motion to wrench the glide free from 
the leg. The use of a hammer or mallet 
to lightly tap the vice grips may help in 
this process.
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- Back
- Material: Molded plywood

- Seat
- Material: Molded plywood

-Frame structure
-Material: Steel

-Seat pan
-Material: HDPE plastic

C

B

A

-Leg cap glide
-Material: 
HDPE or nylon plastic

x4

- Phillips round-head 
- Material: Steel

x4

Tools Required

Disassembly and Recycling Document
Disassembly Time:10min / No Special Training Required

Breakdown Steps

Model: Avo
*Refer to P.2 for model variations 

P.1
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Disassembly and Recycling Document
Disassembly Time:10min / No Special Training RequiredModels: Avo

P.2

Chair Variations
Avo
All models are availble with or without arms. In 
addition to the Avo’s 7 different color schemes, the 
Avo also has different designs.

- Fully exposed molded plywood available in 7 
different colors (figure A1).
- Fully exposed molded plywood available in 7 
different colors, with arms (figure A2).
- Exposed wood with seat pad (figure A3).
- Stool frame (figure A4)

Disassembly for all of these versions is fairly similar 
to the original. Please use P1 as a disassembly 
reference for all of these variations.

A2 A3A1

A4


	Disassembly Avo 00
	Disassembly Avo P2 01

